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Product Code: Product Info:

DROP DOWN REMOVABLE RAIL
WITH LOCKING SYSTEM.

Removable Drop Down Rail



Specifications:

35mm STAINLESS STEEL, POLYESTER
FINISHED GRAB RAILS MOUNTED

ON SOLID GRADE LAMINATE FIXING POINTS
TO PROVIDE A DETACHABLE GRAB RAIL

 SOLUTION.

FIXING POINTS ARE PERMANENTLY
WALL MOUNTED AND RAILS ARE FITTED
AND LOCKED INTO PLACE AS AND WHEN

REQUIRED.

SPECIFICALLY DESIGNED FOR USE
WITHIN AREAS THAT MAY NEED AN

ANTI-LIGATURE REQUIREMENT



CARE & MAINTENANCE

1. WIPE DOWN WITH A DAMP CLOTH ONLY

2. NO ABRASIVE MATERIAL TO BE USED

3. LIGHT OIL TO BE USED ON MOVING PARTS IF REQUIRED

Fixings
Please note fixings are not supplied.

Screw holes are drilled to fit screw size 8.
Bolt holes are drilled to fit M8 bolt

British Standards
British Standard 8300:2009 ask for hinged

rails to withstand a load of 170kg in a
vertical and 45° position. All our rails

comply with this load test unless stated.




